
4-WAY DIVERTER VALVE FOR 
METER PROVING SERVICE

Service is the Focus
• Engineering, Design & Support 

• Industry Leading OTD 

• Parts and Repair

• Assistance After Start-up

sales@franklinvalve.com   l   713.812.7100   l   www.franklinvalve.com

NEW 63,000 SQ. FT. MANUFACTURING FACILITY 
500 Northpark Central Dr., Suite 100
Houston, TX. 77073



Franklin DuraSeal  

4-Way Diverter Valve 
 

Design incorporates proven 
performance  features and 
characteristics:      
 
• ASME B16.34 
• Multi-turn Actuation 
• In-Line Maintenance  
• Automatic Pressure Gauge 
              
 
 
     

STOCK OFFERING 

ASME CLASS 
SIZES 
(in) 

150 4 

300 2-10 

600 3-8 
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ASME 
Class 

Size 
(in) 

Valve 
Model  

4-Way Op A B C D E F G H 
Weight 

(lbs) 

150 4 QS-103 QS-92-001 30.5 15.5 7.2 16 11 20 9 7.4 332 

300 

2 QS-201 QS-92-001 29.1      14 7.2 16 10.6 14 6.5 7.4 277 
3 QS-202 QS-92-001 29.3 14.7 6.8 16 10.7 15 8.3 7.4 277 
4 QS-203 QS-92-006 30.3 17.6 7.6 16 11 20 10 5.9 360 
6 QS-204 502 59 33 16 20 14 24 12.5 5.0 1300 
8 QS-205 502 58 35 13.4 20 14 28 15 6.8 1800 

10 QS-206 502 60 36 13.9 20 14 32 17.5 6.8 2700 

600 

3 QS-402 QS-92-006 29.1 16.8 7.2 16 11 15.8 8 8 270 

4 QS-403 402 50 26 13 20 12 21 11 6 750 

6 QS-404 502 59 33 16 20 14 25 14 5 1400 

8 QS-405 502 58 35 13 20 14 30 17 5 2010 

               

*Design features and dimensional data, as described in this bulletin, are provided for your information only and shouldn’t be relied upon unless confirmed in writing. 

*All dimensions provided in the chart above are in inches. 


